
Typical Applications 
Typical applications are in switching power supplies, converters,  
automotive, freewheeling diodes, and reverse battery protection. 
 
Mechanical Data 
● Package: PDFN5060 

Molding compound meets UL 94 V-0 flammability 
rating, RoHS-compliant 

● Terminals: Tin plated leads, solderable per J-STD-
002 and JESD22-B102 

● Polarity: As marked
 
 

■Maximum Ratings (Ta=25℃ Unless otherwise specified） 
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■Thermal Characteristics  

PARAMETER SYMBOL UNIT MBR6100P5CQ 

Typical thermal resistance per diode   

RθJ-A ℃/W 55(1) 

RθJ-C ℃/W 3.5(2) 

Note: 
(1)Thermal resistance between junction and ambient mounted on P.C.B with 25.4mm*25.4mm copper pad areas. 
(2)Thermal resistance between junction and case(bottom). 

 
■Ordering Information (Example) 

PREFERED P/N UNIT WEIGHT(g)
MINIIMUM 

PACKAGE(pcs)
INNER BOX 

QUANTITY(pcs)
OUTER CARTON 
QUANTITY(pcs) 

DELIVERY MODE

MBR6100P5CQ Approximate 0.105 5000 10000 100000 13“ reel 

 
■ Marking Information 

  
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Note: 
1. All marking is at middle of the product body 
2. All marking is in laser printing  

3. XXXXXX is marking code, like MBR6100P5CQ marking code is MBR6100P5C 
4. Body color: Black 
5. YYWW is date code, “YY” is year. “WW” is week. 
For instance:  

The 17
th
 week of 2022, date code is 2217 

The 17
th
 week of 2023, date code is 2317 

 

XXXXXXX
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■Outline Dimensions & Suggested Pad Layout 
 

Note:
1.Controlling dimension:in millimeters.
2.General tolerance:±0.10mm.
3.The pad layout is for reference purposes only.
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正面视图

Bottom View
背面视图

Side View
侧面视图

SYMBOL
MILLIMETER

MIN NOM MAX

D 5.15 5.35 5.55

E 5.95 6.15 6.35

A 1.00 1.10 1.20

A1 0.254 BSC

A2 0.10

D1 3.92 4.12 4.32

E1 3.52 3.72 3.92

D2 5.00 5.20 5.40

E2 5.66 5.86 6.06

E3 0.254 REF

E4 0.21 REF

L1 0.56 0.66 0.76

L2 0.50 BSC

b 0.31 0.41 0.51

e 1.27 BSC
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Disclaimer 
 

The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. reserves the 
right to make changes without notice for the specification of the products displayed herein to improve reliability, function or design 
or otherwise.   
  
The product listed herein is designed to be used with automotive electronics,are not designed for use in medical, lifesaving, lifesust
aining,or military,Yangjie or anyone on its behalf, assumes no responsibility or liability for any damages resulting from such improp
er use of sale.  
  
This publication supersedes & replaces all information previously supplied. For additional information, please visit our website 
http:// www.21yangjie.com , or consult your nearest Yangjie’s sales office for further assistance.  
 


