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High Speed Switching Diode 
 

Features 
● Epoxy meets UL-94 V-0 flammability rating and halogen free 
● Moisture Sensitivity Level 1 
● VR 75V 
● IFAV 150mA 
● Part no. with suffix “Q” means AEC-Q101 qualified 

 
Applications 

● Extreme fast switches 
● Automotive 

                           
Mechanical Data 

● Case: SOD323 
● Terminals: Tin plated leads, solderable per 

J-STD-002 and JESD22-B102 
● Polarity: Cathode line denotes the cathode end 
● Marking: T4 

 
 

■ Maximum Ratings (Ta=25ć Unless otherwise specified˅ 
PARAMETER SYMBOL UNIT CONDITIONS VALUE 

Repetitive Peak Reverse Voltage VRRM

Thermal Resistance ˄Ta=25ć˅ 

PARAMETER SYMBOL UNIT CONDITIONS MIN MAX 

Maximum Forward Voltage VF V IF=10mA  1.0 

Maximum Reverse Current 
IR nA VR=20V  25 

IR μA VR=75V  1.0 

Minimum Breakdown Voltage VR V IR=1μA  75  

Maximum Diode Capacitance CD pF VR=VF=0V, f =1MHZ  4 

Maximum Reverse Recovery Time trr ns IF=50mA,Irr=0.1IR,RL=100Ω  4 

 

COMPLIANT 

RoHS 

SOD323 
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