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■ Maximum Ratings (Ta=25燠 Unless otherwise specified)  

Item Symbol Unit Conditions 
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■ Electrical Characteristics  (Ta=25燠 Unless otherwise specified)  

Item Symbol Unit Conditions Min Typ Max 

Collector-base breakdown voltage V(BR)CBO V IC=-100μA,IE=0 -100   

Collector-emitter breakdown voltage V(BR)CEO V IC =-10mA,IB=0 -80   

Emitter-base breakdown voltage V(BR)EBO V IE=-100μA,IC=0 -5   

Collector-base cut-off current ICBO nA VCB=-30V -  -100 

Emitter-base cut-off current IEBO nA VEB=-5V -  -100 

DC current gain 

hFE1  VCE=-2V,IC=-5mA 63   

hFE2澳  
BCP53-10 

VCE=-2V,IC=-150mA
63  160 

BCP53-16 100  250 

hFE3澳  VCE=-2V,IC=-500mA澳 40   

Collector-emitter saturation voltage VCE(sat) V IC=-500mA,IB=-50mA   -0.5 

Base-emitter voltage VBE V IC=-500mA,VCE=-2V   -1 

Transition frequency fT MHz IC=-50mA,VCE=-10V,f=30MHz 100   

Collector-base output capacitance Cob pF VCB=-10V,IE=0,f=1MHz  15  

澳

■ Thermal Characteristics 

Parameter Symbol Unit Value 

Thermal resistance, junction-to-ambient RθJ-A(1) ℃/W 125 

Thermal resistance, junction-to-case RθJ-C(1) ℃/W 100 
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■ Outline Dimensions 
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