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PNP Transistor  
  

Features  
�” Epoxy meets UL-94 V-0 flammability rating 
�” Halogen free available upon request by adding suffix �H́F�  ́
�” Moisture Sensitivity Level 1 

 
 

Mechanical Data  
�”��Package : SOT-223 
�”��Terminals:  Tin plated leads, solderable  per  

J-STD-002 and JESD22-B102 
�”��Marking : 304PZB 

 
 
 
 
 
 
 
 
�vEquivalent circuit  

 
�vMaximum Ratings  (Ta=25��  unless otherwise noted) 

Item Symbol  Unit  Conditions  Value 

Collector-Emitter Voltage VCEO V IC=-1mA,IE=0 -60 

Collector-Base Voltage VCBO  V IC =-

IC A  -4.5 

Power Dissipation(Note1) PD W  0.5 

Operation Junction Temperature Tj �-   -55 to +150 

Storage Temperature Tstg �-   -55 to +150 
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�vElectrical  Characteristics  (Ta=25��  unless otherwise noted) 
Item Symbol  Unit  Conditions  Min Typ  Max 

Collector-Base Breakdown Voltage VCBO V IC=-1mA,IE=0 -60   

Collector-Emitter Breakdown Voltage VCEO* V IC =-1mA,IB=0 -60   

Emitter-Base Breakdown Voltage VEBO V IE=-100���$���,C=0 -5   

Collector-Base Cut-Off Current ICBO nA VCB=-60V, IE =0   -100 

Emitter-Base Cut-Off Current IEBO nA VEB=-5V, IC =0   -100 

DC Current Gain 

hFE  VCE=-2V,IC=-0.5A 200   

hFE  VCE=-2V,IC=-1A 200   

hFE 
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�vCharacteristics  (Typical)  
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