YJIBS302PD

ROHS

- COMPLIANT
Iltem Symbol Unit Conditions Value

Device marking code C9

Collector-base voltage Vceo \% lc=-100uA, 1g=0 -40

Collector-emitter voltage Veeo \% lc=-1mA, [g=0 -40

Emitter-base voltage Vego \ le=-100UA, Ic=0 -5

Collector current I A -4

Peak Collector current lem A
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YJIBS302PD

RoHS

- COMPLIANT
m Electrical Characteristics (Ta=25 Unless otherwise specified)
Item Symbol Unit Conditions Min Typ Max
Collector-base breakdown voltage V(er)ceO \ Ic=-100uA, 1g=0 -40
Collector-emitter breakdown voltage V(eRr)cEO \ lc=-1mA, 1g=0 -40
Emitter-base breakdown voltage V(er)eB0 \Y le=-100UA, Ic=0 -5
Collector-base cut-off current Iceo nA Vcg=-30V =0 -100
Emitter-base cut-off current leso nA Veg=-5V Ic=0 -100
Collector Cutoff Current Ices nA Vce=-30V Vge=0 -100
Veg=-2V Ic=-0.5A 200
Veg=-2V Ic=-1A 200
DC current gain hee Vce=-2V lc=-2A 175
Vee=-2V Ic=-4A 80
Veg=-2V Ic=-6A 30
Ic=-0.5A | =-50mA
Collector-emitter saturation voltage Veesay mv
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RoHS

COMPLIANT

YJIBS302PD

mCharacteristics

Cob/Cib-Vgg/Ves

1000.00

fT=1MHz
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