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 Small Signal Schottky Diode 

 
 

                   Features     
● VR     30V 

● IFAV   200mA 

 

 

  

�v

Maximum Ratings (Ta=25℃ Unless otherwise specified） 

PARAMETER SYMBOL UNIT Conditions VALUE 

Repetitive peak reverse voltage VRRM V IR=100uA 30 

D

I

F=2mA 0.33 

V IF=15mA 0.45 
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■Ordering Information (Example) 

PREFERED P/N 
PACKING  

CODE 
UNIT WEIGHT(g) 

MINIMUM 

PACKAGE(pcs) 

INNER BOX 

QUANTITY(pcs) 

OUTER CARTON 

QUANTITY(pcs) 

DELIVERY 

MODE 

BAT43W F2 Approximate 0.011 3000 30000 120000 7” reel 

 
■ Characteristics (Typical) 
 

Fig 1：PD-Ta Curve                                                 Fig 2：Capacitance Capability 

       
Fig 3：Typical Forward Characteristics                       Fig 4：Typical Reverse Characteristics 
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Disclaimer 
 

The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. reserves the 

right to make changes without notice for the specification of the products displayed herein to improve reliability, function or design 

or otherwise.   

  

The product listed herein is designed to be used with ordinary electronic equipment or devices, and not designed to be used with 

equipment or devices which require high level of reliability and the malfunction of with would directly endanger human life (such as 

http://www.21yangjie.com/

