IF  0.5A
e For Surface Mount Application and High Current Capability
e Low Forward Voltage Drop

Mechanical Data

® Package: SOT-23

® Terminals: Tin plated leads, solderable per
J-STD-002 and JESD22-B102

® Marking: L61

mMaximum Rating, (Ta=25 Unless otherwise specified)

Item Symbol Unit Value
Peak Reverse Voltage VRrrM \% 40
Reverse Voltage Vr \ 40
Forward Continuous Current I mA 500
Peak Forward Surge Current @ 8.3ms | A 5
Half Sine FsM
Repetitive Peak Forward Current@ tp=1ms’

IFRM A 5

5=0.25
Power Dissipation Po mw 350
Thermal Resistance, Junction to Ambient Rinia W 286
Storage Temperature Tstc -55 to +150
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mElectrical Characteristicss Ta=25 Unless otherwise specified, Per Leg™

Item Symbol Unit Conditions Value
Reverse Voltage Vg \% IR=100uA 40
Vpl \Y ||::05A 0.55
Maximum Instantaneous Forward Voltage
\
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mSOT-23 Package Outline Dimensions
DIMENSIONS
SYMBOL INCHES Millime ter

MIN. MAX, MIN, MAX.
A 0.035 0.045 0.900 1.150
Al 0.000 0.004 0.000 0.100
A2 0.035 0.041 0.900 1.050
b 0.012 0.020 0.300 0.500
c 0,004 0.008 0.100 0.200
D 0.110 0118 2.800 3,000
E 0.047 0.055 1.200 1.400
£l 0.089 0.100 2,250 2.550

mSOT-23 Soldering Footprint
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