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Schottky Rectifier 

 
 

                   Features     
● VR   30V 

● IF     0.5A 

● Low Forward Voltage Drop 

● Moisture Sensitivity Level 1 

 
  Mechanical Data 

● Package: SOD-123 

● Terminals: Tin plated leads, solderable  per  

 J-STD-002 and JESD22-B102 

● Polarity: Cathode line denotes the cathode end 

● Marking: SE 

 
 
 
 

 

■ Maximum Ratings (Ta=25℃ Unless otherwise specified） 

PARAMETER SYMBOL UNIT Conditions VALUE 

DC Blocking Voltage VR V  30 

Peak forward surge current IFSM A 8.3ms, half sine 5.5 

Repetitive Peak Forward Current IFRM A 

℃/W  286 

Maximum junction temperature Tj ℃  125 

Storage temperature range Tstg ℃  -55 to +125 

Note：Device mounted on PCB 

 

■Electrical Characteristics（Ta=25℃ Unless otherwise specified） 

Item Symbol Unit Conditions Min TYP Max 
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■ Ordering Information (Example) 

PREFERED P/N 
PACKING  

CODE 
UNIT WEIGHT(g) 

MINIMUM 

PACKAGE(pcs) 

INNER BOX 

QUANTITY(pcs) 

OUTER CARTON 

QUANTITY(pcs) 
DELIVERY MODE 

MBR0530L F2 Approximate 0.011 3000 30000 120000 7” reel 

 

■ Characteristics (Typical) 

 
Fig 1：Typical Forward Characteristics                     Fig 2：Typical Reverse Characteristics 

     
Fig 3：Capacitance Capability 
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■ Outline Dimensions  

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
�v Soldering Footprint 

 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 




