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Bridge Rectifiers  
 

                   Features  
�” UL recognition, file #E230084 
�” Glass passivated chip junction 
�” Thin single in-line package 
�”��High surge current capability 
�” Solder dip 275 °C max. 7 s, per JESD 22-B106 

 
                                      Typical Applications  
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�vThermal Characteristics �ÄTa=25��  Unless otherwise specified�Å 

PARAMETER SYMBOL UNIT PBA3516 

Typical Thermal 
Resistance 

Between junction and ambient,  
Without heatsink 

R���--A 

�- /W 

15 

Between junction and case,  
With heatsink 

R���--C 0.8 

Note: Device mounted on 75mm x 45mm x 5.5mm Aluminum Plate Heatsink. 

 
�vOrdering Information  (Example) 

PREFERED P/N 
PACKING  

CODE 
UNIT WEIGHT(g) 

MINIIMUM 
PACKAGE(pcs)  

INNER BOX 
QUANTITY(pcs)  

OUTER CARTON 
QUANTITY(pcs)  

DELIVERY MODE 

PBA3516 B1 Approximate 7.5 15 750 1500 TUBE 

 
�v Characteristics  (Typical) 
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FIG3: Typical Forward Voltage

1.0

10

20

40

60

5.0

Instantaneous Forward Voltage(V)

In
st

an
ta

ne
ou

s 
F

or
w

ar
d 

C
ur

re
nt

(A
)

2.0

4.0

0 20 40 60 80 100
0.1

1.0

10

100

1000

Tj=25��

FIG4:Typical Reverse Characteristics
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