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1-Line, Uni-directional, Transient Voltage Suppressor 
 

Features     
● Ultra small package 

● Stand-off voltage: 5V Max 
● Transient protection for each line according to 

IEC61000-4-2(ESD): ±30kV (contact) 
IEC61000-4-5(surge): 15A (8/20μs) 
● Personal Digital Assistants (PDAs) and Pagers 
 

Mechanical Characteristics 
● Package: SOT-353 
● Case Material: “Green” Molding Compound. 
● Marking Information: See Below 

 
 
 

 
 

■Definitions of electrical characteristics 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

COMPLIANT 

RoHS 

SOT-353 



 ESD0524T3 
 

 2 / 5 
   Yangzhou Yangjie Electronic Technology Co., Ltd. 

 
S-D6528 
Rev.1.0, 21-Sep-24 

www.21yangjie.com

■Absolute Maximum Ratings (Ta=25°C unless otherwise specified) 

PARAMETER SYMBOL Rating UNIT 

Peak pulse power (tp = 8/20μs) Ppk 210 W 

Peak pulse current (tp = 8/20μs) IPP 15 A 

ESD according to IEC61000-4-2 air discharge 
VESD 

±30 KV 

ESD according to IEC61000-4-2 contact discharge ±30 KV 

Junction temperature TJ -55~125 oC 

Storage temperature TSTG -55~150 oC 

 
 
■Electrical Characteristics (Ta








