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IEC61000-4-2(ESD): ±30kV (contact) 

IEC61000-4-5(surge): 55A (8/20μs) 

● Ultra-low capacitance: CJ = 280 pF typ 

● Low leakage current 

● Low clamping voltage 

● RoHS Compliant 

 
Applications 
● Power supply protection  
● Power management 
● Battery Contacts 

 
Mechanical Characteristics 
● Package: DFN1608-2L 

● Case Material: “Green” Molding Compound. 

● Marking Information: See Below 

 
 

■Definitions of electrical characteristics 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

COMPLIANT 

RoHS 

Pin1

I

V

VF

VRWM VBR

VFC

IPP

IF

IR

IBR

VCL

IPP

VF Forward voltage

IF Forward current

VFC Forward clamping voltage

IPP Peak pulse current

VRWM Reverse stand-off voltage

IR Reverse leakage current

VBR Reverse breakdown voltage

VCL Clamping voltage

IPP Peak pulse current
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TLP Measurement 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 






