3".. : RoHS
f ESD12VP6Al1 THRU ESD24VP6A1 COMPLIANT
1-Line, Uni-directional, Transient Voltage Suppressor
Features
e Transient protection for each line according to
IEC61000-4-2(ESD): £30kV (contact)
e Low leakage current
e Low clamping voltage
o ROHS Compliant
Applications
e Power supply protection
e Power management
e Battery Contacts
Mechanical Characteristics
e Package: DFN1610-2L
e Case Material: “Green” Molding Compound.
e Marking Information: See Below
Pin1 XDC Pin2
DFN1610-2L
mDefinitions of electrical characteristics
Al
|pp --------------------------------------
= Forward voltage Vewn 1 \&diseStand- e
13 Forward current Ir Reverse leakage current

Vec  Forward clamping voltage

IPP e VIS cdrrent

<vVv

Vrwm Vea Ve

lpp

1/5

Vsa Reverse breakdowi=sUrthl.

Ve tage
Ipp s [VISTETS cdrrent

S-D635
Rev.1.0,29-Aug-25

Yangzhou Yangjie Electronic Technology Co., Ltd.

www.21yangjie.com









big

ESD12VP6A1 THRU ESD24VP6A1

m Outline Dimensions

Dimensions in Millimeters

Symbol Min. Typ. Max.
A 0.45 0.50 0.55
Al 0.00 0.02 0.05
c 0.15 Ref.
b 0.75 0.80 0.85
L 0.35 0.40 0.45
D 1.55 1.60 1.65

m Recommend land pattern (Unit:mm)

Notes:

This recommended land pattern is for reference purposes only. Please consult your manufacturing group to ensure your PCB

design guidelines are met
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