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1- Line, Bi-directional, Transient Voltage Suppressor 
 

 Features     
● Stand-off voltage: ±5V Max 
● Transient protection for each line according to 

IEC61000-4-2(ESD): ±30kV (contact) 
IEC61000-4-5(surge): 24A (8/20μs) 

● Low leakage current: 
● Ultra low clamping voltage 
● RoHS Compliant 
 

Applications 
●Cellular Handsets and Accessories 
●Personal Digital Assistants=Ԗ爀內 Ⅷₓ

. 
 
 

 
■Definitions of electrical characteristics 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

COMPLIANT 

RoHS 

SOD-323 
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■ Characteristics (Typical) 
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Fig.1 8/20μs waveform per IEC61000-4-5
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Front time: T1= 1.25 T = 8s

Time to half-value: T2= 20s
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Fig.2 Contact discharge current waveform
                  per IEC61000-4-2
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Fig.3 Clamping voltage vs. Peak pulse current

Pulse waveform: tp = 8/20s
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Fig.4  Capacitance vs. Reverse voltage

f = 1MHz
VAC = 50mV
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■ Outline Dimensions  
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
■ Soldering Footprint 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 




