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   Yangzhou Yangji@堀́Line, Uni-directional, Transient Voltage Suppressor 

 
 Features     

● Stand-off voltage: 6 V Max 
● Transient protection for each line according to 

IEC61000-4-2(ESD): ±30kV (contact) 
IEC61000-4-5(surge): 10A (8/20μs) 

● Low leakage current: 
● Ultra low clamping voltage 
● RoHS Compliant 
 

Applications 
●   Computers and peripherals 
●   Audio and video equipment 
●   Cellular handsets and accessories 
●   Communication systems 
●   Portable electronics 
●   SIM card protection 
●   High-speed data lines 
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■Maximum Ratings 
PARAMETER SYMBOL LIMITS UNIT 

Peak pulse power (tp = 8/20μs) Ppk 180 W 

Peak pulse current (tp = 8/20μs) IPP 10 A 

ESD according to IEC61000-4-2 air discharge 
VESD 

±30 
KV 

ESD according to IEC61000-4-2 contact discharge ±30 

Junction temperature TJ -55~125 oC 

Storage temperature TSTG -55~150 oC 

 
■Electrical Characteristics（Ta=25℃ Unless otherwise specified） 

PARAMETER Symbol UNIT Conditions Min Typ Max 

Reverse maximum working voltage VRWM V    6 

Reverse leakage current IR μA VRWM = 6V   0.01 

Reverse breakdown voltage VBR V IBR = 1mA 6.8   

Clamping voltage 2) VCL 
V IPP = 5A, tp = 8/20μs  9.3 13 

V IPP = 10A, tp = 8/20μs  10.9 18 

Junction capacitance CJ pF VR = 0V, f = 1MHz  68  

 
Notes: 

(1). TLP parameter: Z0 = 50Ω, tp = 100ns, tr = 2ns, averaging window from 60ns to 80ns. RDYN is calculated from 4A to 16A. 
(2). Non-repetitive current pulse, according to IEC61000-4-5. 

 
■Ordering Information (Example) 

PREFERED P/N 
PACKING  

CODE 
UNIT WEIGHT(mg) MINIMUM 

PACKAGE(pcs)
INNER BOX 

QUANTITY(pcs)
OUTER CARTON 
QUANTITY(pcs) DELIVERY MODE

ESD6V0D5 F2 Approximate 2 8000 80000 320000 7” reel 
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■ Outline Dimensions  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
■ Soldering Footprint 
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Disclaimer 
 

The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. reserves the 
right to make changes without notice for the specification of the products displayed herein to improve reliability, function or design 
or otherwise.   
  
The product listed herein is designed to be used with ordinary electronic equipment or devices, and not designed to be used with 


