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5-Line, Uni-directional, Ultra-low Capacitance 

Transient Voltage Suppressor 
 

Features     
● Stand-off voltage: 5V Max 

● Transient protection for each line according to 

IEC61000-4-2(ESD): ±15kV (contact) 

IEC61000-4-5(surge): 6A (8/20μs) 

● Low leakage current 

● 

 video equipment 
● Communication systems 

● Portable electronics 

●Subscriber Identity Module (SIM) card protection 

 

Mechanical Data 
● Package: DFN1410-6L 

● Case Material: “Green” Molding Compound 

● Marking Information: See Below 

. 

 

 

 

 

 
■Definitions of electrical characteristics 
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Fig.7 ESD clamping 

(+8kV contact discharge per IEC61000-4-2) 

Fig.9 TLP Measurment 

Fig.8 ESD clamping 

(-8kV contact discharge per IEC61000-4-2) 
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■ Outline Dimensions  
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 

 
 
 
 

Symbol 
Dimensions in Millimeters 

Min. Typ. Max. 

A 0.50  0.55 0.60 

A1

A1 
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Disclaimer 
 

The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. reserves the 

http://www.21yangjie.com/

