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2-Line, Bi-directional, Ultra-low Capacitance, 

Transient Voltage Suppressor 
 

Features     
● Operating voltage: 3.3V 

● Transient protection for each line according to 

IEC61000-4-2(ESD): ±15kV (contact) 

IEC61000-4-5(surge): 3A (8/20μs) 

● Ultra low capacitance: Cj=0.15pF typ 

● Ultra low leakage 

● Low clamping voltage 

● Up to 2 lines protects 

● RoHS Compliant 

 

Applications 
● Cellular Handsets and Accessories 

● USB Ports 

● Digital Visual Interface 

● MMC/SD Ports 

 

Mechanical Data 
● Package: DFN1109-6L  

● Terminals: Tin plated leads, solderabl per  

                     J-STD-002 and JESD22-B102 

● Marking Information: See Below 

  

 

 

 

 

 

                          
■Definitions of electrical characteristics 
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VF Forward voltage

IF Forward current

VFC Forward clamping voltage

IPP Peak pulse current

VRWM Reverse stand-off voltage

IR Reverse leakage current

VBR Reverse breakdown voltage

VCL Clamping voltage

IPP Peak pulse current
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■ Characteristics (Typical) 
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Fig.6 Power derating vs. Ambient temperature
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Fig.5 Non-repetitive peak pulse power vs. Pulse time
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Fig.3 Clamping voltage vs. Peak pulse current

Pulse waveform: tp = 8/20ms
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■ Outline DimensionŝDFN1109-6L̃ 
 

  

 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Fig.7 TLP measurement 
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Disclaimer 
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