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1-Line, Bi-directional, Ultra-low Capacitance 
Transient Voltage Suppressor 

 
Features     
● Stand-off voltage: 3.3V Max 

 

Applications 
● Cellular Handsets and Accessories 
● Display Ports 
● MDDI / MHL 
● USB 2.0 / USB 3.0 
● Digital Visual Interface (DVI) 
● PCI Express and Serial SATA Ports 

 
 
 

 
Mechanical Data 
● Package: DFN0603-2L 
● Case Material: “Green” Molding Compound 
● Moisture Sensitivity: Level 3 per J-STD-020 
● Marking Information: See Below 
. 
 
 

 
■Definitions of electrical characteristics 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

COMPLIANT 

RoHS 

DFN0603-2L 

Caution:  
This Device is designed for signal line protection 
only. Not intended to be used under bias, not for 
application with a power line. 
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Fig.7 TLP Measurment 
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Disclaimer 
 

The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. reserves the 
right to make changes without notice for the specification of the products displayed herein to improve reliability, function or design 
or otherwise.   
  
The product listed herein is designed to be used with ordinary 


