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1- Line, Uni-directional, Transient Voltage Suppressor 
 

 
 

 

 
 

 
 

 

SOT-143 

Features    
● Stand-off voltage: 3.3V Max 
● Transient protection for each line according to 

IEC61000-4-2(ESD): ±30kV (contact) 
IEC61000-4-5(surge): 22A (8/20μs) 

● Low leakage current 
● Ultra-low capacitance: CJ = 3 pF typ 
● Low clamping voltage 
● RoHS Compliant 

Applications 
● Video Line Protection 
● Wireless Systems 
● Ethernet 10BaseT 
● I2C Bus Protection 
● Portable Instrumentation 
● LAN/WAN equipment 
● High-Speed Data Lines 
● Multi-Protocol Serial Transceivers 
● ISDN S/T Interface 

 
Mechanical Data 
● Package: SOT-143 
● Case Material: “Green” Molding Compound 
● Marking Information: See Below 
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TLP Measurement 
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■ Outline Dimensions  
 

 
 
 
■ Soldering Footprint 

 
 
Notes:  
This recommended land pattern is for reference purposes only. Please consult your manufacturing group to ensure your PCB 
design guidelines are met 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 




