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Thyristor Surge Suppressors 
  

                   Features     
● Low switching voltage 
● Low on-state voltage 
● Does not degrade surge capability after multiple surge          

events within limit 
● Fails short circuit when surged in excess of ratings 
● Low Capacitance 
 

                                  Typical Applications 
● Protect circuit 

 
  Mechanical Data 

● Package: DO-214AA (SMB)  
Molding compound meets UL 94 V-0 flammability 
rating, RoHS-compliant, halogen-free 

● Terminals: Tin plated leads, solderable  per  
 J-STD-002 and JESD22-B102 

 

■Maximum Ratings (Ta=25℃ Unless otherwise specified） 

PARAMETER SYMBOL UNIT Max 

Storage temperature Tstg ℃ -55~+150 

Junction temperature Tj ℃ -55~+150 

(V) 

VS 
#100V/ȝs 

(V) 

VT 
#It=2.2Amps 

(V) 

IDRM 
#Vdrm 

(ȝA) 

IS 
(mA) 

IT 
(A) 

IH 
(mA) 

Co（pF） 
@1MHz,2V bias

Min Max Max Max Max Max Min MAX 

P0080SD 6 15 4 5 800 2.2 50 150 

Notes: 

(1): Absolute maximum ratings measured at TA = 25ºC (unless otherwise noted) 
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