
state voltage, VDRM/VRRM   

800 V 

● Triggering gate current, IGT  15mA 

 

Applications 
● Ground Fault Circuit Interrupters (GFCI) 

● General purpose switching and phase control 

● Ignition circuits, CDI 

● Motor control - e.g. small kitchen appliances  

 

Mechanical Data 
● Case Material: “Green” Molding Compound 

● Package:  

 

Main Characteristics 
 
 
 
 
 
 

 
 

■Maximum Ratings 

PARAMETER SYMBOL LIMITS UNIT 

Storage junction temperature range Tstg -40~150 ℃ 

Operating junction temperature range Tj -40~125 ℃ 

Repetitive surge peak Off-state voltage (Tj=25℃) VDRM 800 V 

Repetitive peak reverse voltage (Tj=25℃) VRRM 800 V 

RMS on-state current (TC=80℃) IT(RMS) 16 A 

Non-repetitive surge peak on-state current 
(full cycle, F=50Hz) 

ITSM 160 A 

I2t value for fusing (tp=10ms) I2t 100 A2s 

Critical rate of rise of on-state current (IG=2×IGT) 

 PGM 10 W 

 

 

 

DEVICE PACAKGE 

YCMB1615-08A TO-220AB-2 

SYMBOL LIMITS UNIT 

IT(RMS) 16 A 

VDRM/VRRM 800 V 

IGT 15 mA 

COMPLIANT 

RoHS 

TO-220AB-2 



YCMB1615-08A 
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■Electrical Characteristics（Ta=25℃ Unless otherwise specified） 

PARAMETER SYMBOL UNIT TEST CONDITIONS MIN TYP MAX 

Gate trigger current IGT mA VD=12V, RL=33Ω   15 

Gate trigger voltage VGT V VD=12V, RL=33Ω   1.3 

Non-triggering gate voltage VGD V VD=VDRM Tj=110℃ 0.2   

Holding current IH mA IT=50mA   50 

Latching current IL mA IG=1.2 IGT   60 

Rate of rise of off-state voltage dV/dt V/µs VD=0.66×VDRM Tj=125℃ Gate open  200   

 

■Thermal Characteristics （Ta=25℃ Unless otherwise specified） 

PARAMETER SYMBOL UNIT TEST CONDITIONS MAX 

Peak on-state voltage VTM V ITM=24A tp=380μS 1.6 

Peak off-state current 
Peak reverse current 

IDRM 

IRRM 

μA VDRM= VRRM,Tj=25℃ 10 

mA VDRM= VRRM,Tj=125℃ 1 
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