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Maximum Ratings 

150 
75 

A 

Diode Forward Current, limited by Tjmax 

TC= 25°C  

TC= 100°C 
IF 

150 
75 

A 

Continuous Gate-Emitter Voltage VGE     �f 20 V 

Transient Gate-Emitter Voltage 

(tp�0 10µs,D<0.010) 
VGE     �f 30 V 

Turn off Safe Operating Area VCE�”���������9�� 

 Tj�”���������ƒ�& 
300 A 

Pulsed Collector Current, VGE=15V, 

tp limited by Tjmax 
ICM 300 A 

Diode Pulsed Current, tp limited by Tjmax IFpuls 300 A 

Power Dissipation , Tj=175°C �ÈTc=25°C  Ptot 535 W 

IGBT Discrete  

\

Circuit  

VCE 1200 V 

IC 75 A 

VCE(SAT) IC=75A 1.65 V 

G 
C E 

Applications 

�y PV power  
�y Uninterruptible power supplies 
�y Three-level Solar String Inverter 

Features  
�y High speed smooth switching device for hard & soft 

switching 
�y Maximum junction temperature 175��  
�y Positive temperature coefficient  
�y High ruggedness, temperature stable 
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19V 
17V 
15V 
13V 
11V 
9V 
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Vcc = 600V 
Vge = -5/15V 
Rg= 10ohm 
Tj= 150qà 
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Vcc = 600V 
Vge = -5/15V 
Rg= 10ohm 
Ic= 75A 
 

Vcc = 600V 
Vge = -5/15V 
Rg= 10ohm 
Tj= 150qà 

Vcc = 600V 
Vge = -5/15V 
Ic= 75A 
Tj= 150qà 
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i:          1       2       3        4  
ri[K/W]   0.0362  0.0515   0.1785   0.0843 
�£ i[s]    0.0723  0.00813  0.00109  0.000155 

i:          1       2       3        4  
ri[K/W]   

-

3      27( n-US)>> BDC q

82.464 509D 68/Lang (en-US)>> BDC q

82.464 509.83 18509.83 184.82 33.96 re

W* n

BT

/F2 7.56 Tf

1 0 0 1 217.73 536.95 Tm

0 g

0 G

[( 1 137J

ET

Q

 EMC  /P <</MC83 184.82 (en-US)>> BDC q

82.464 509.83 18f

1 0 0 1 89.664 536.95 Tm

0 g

0 G

[(i)-7(:)8( )-241( )-257( )-241( )-241( )-241( )553 18
ET

Q

 EMC  /P <</MCID 32/Lang (en-US)>> BDC q

353.48.82 33.96 re

W* n

BT

/F2 7.56 Tf

1 0 0 1 116.42 536.95 Tm

0 g

0 G

 1.83 Tc[(   )58TJ

ET

Q

 EMC  /P <</MCID 33/Lang (-US)>> BDC q

353.47 509.83 183.8509.83 184.82 33.96 re

W* n

BT

/F2 7.56 Tf

1 0 0 1 127.58 536.95 Tm

0 g

0 G

[( )703 18
ET

Q

 EMC  /P <</MCI BDC q

82.464 509.83 184.82 33.96 re

W* n

B8e

W* n

BT

/F2 7.56 Tf

1 0 0 1 89.664 528.31 Tm

0 g

0 G

[(ri)-7([K)7(/)-7(W)23(])8 TJ

ET

Q

 EMC  /P <</MCID 77/Lang (en-US)>> BDC q

82.464 509.83 18 509.83 184.82 33.96 re

W* n

BT

/F2 7.56 Tf

1 0 0 1 113.9 528.31 Tm

0 g

0 G

[( )8(en-US)>> BDC q

82.464 50CID 32/Lang (en-US)>> BDC q

353.48509.83 184.82 33.96 re

W* n

BT

/F2 7.56 Tf

1 0 0 1 117.62 528.31 Tm

0 g

0 G

[( )9

0 S)>> BDC q

82.464 50CI9ang (0 G

[(M)] TJ

ET
S)>> BDC q

353.484.82 33.96 re

W* n

BT

/F2 7.56 Tf

1 0 0 1 121.3.5 33.96 re

W* n

BT

/F2
BT

/Lan202
ET

ET

Q

 EMC  /P <</MCID 37/Lang (en-US)>> BDC q

353.47 509.83 1842.04 re

W* n

BT

/F3 9.96 Tf

1 0 0 1 115.34 30 Tm

0 g

0 G

[(-)] TJ

ET

Q
 36092





                DGQ75N120CTH1A 
 

S-M486D                                                                           www. 21yangjie .com  
Rev.1.1, 15-Aug-25                                   10 

 

COMPL IANT  

RoHS  

Disclaimer  
The information  presented in this document  is for  reference only. This publication  is made by  
Yangzhou Yangjie Electronic Technology  Co., Ltd. , our  company reserves the right  to  make  
changes without  notice  for  the specification  of  the products  displayed herein to  improve   
reliability,  function  or design or otherwise.  
 
The data provided  in this specification  comes from  professional  testing  equipment  of  Yangjie  
Electronic Laboratory,  not  general testing  equipment.  All the data is exclusively intended  for   
technically  trained  staff.  You and your  technical departments  will  have to  evaluate the suitability  
of  the product  for  the intended  application  and the completeness of  the product  data with   
respect to  such application.  
 
The product  listed  herein is designed to  be used with  ordinary  electronic  equipment  or devices, 
and not  designed to  be used with  equipment  or devices which require  high  level of  reliability   
and the malfunction  of  with  would  directly  endanger human life  (such as aerospace machinery,  
nuclear- reactor  controllers,  fuel  controllers  and other  safety devices), Yangjie or anyone on its  
behalf, assumes no responsibility  or liability  for  any damages resulting  from  such improper  use  
of  sale. 
 
IGBTs is the device which is sensitive to  the static electricity,  it  is necessary to  protect  the device 
from  being  damaged by the static electricity  when using it. 
 
This publication  supersedes &  replaces all information  previously  supplied.  For additional   
information,  please visit  our  website http://  www.21yangjie.com  , or consult  your  nearest  
Yangjiep�s sales office  for  further  assistance.  
 


