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COMPLIANT

RoHS

Electrical Characteristics of the DIODE

Parameter Symbol Conditions Min. Typ. Max. Unit

Dynamic , at Tj= 25℃

Reverse Recovery Current Irr

IF=40A, VR=600V,
di/dt= -350A/ɛs,

- 40 - A

Diode reverse recovery
time

trr - 215 - ns

Reverse Recovery Charge Qrr - 1.22 - uC

Reverse Recovery Energy Erec - 0.43 - mJ

Dynamic , at Tj= 125℃

Reverse Recovery Current Irr

IF=40A,VR=600V
di/dt= -350A/ɛs,

- 41 - A

Diode reverse recovery
time

trr - 317 - ns

Reverse Recovery Charge Qrr - 2.64 - uC

Reverse Recovery Energy Erec - 1.05 - mJ

Dynamic , at Tj= 150℃

Reverse Recovery Current Irr

IF=40A,VR=600V
di/dt= -350A/ɛs,

- 42 - A

Diode reverse recovery
time

trr - 369 - ns

Reverse Recovery Charge Qrr - 3.44 - uC

Reverse Recovery Energy Erec - 1.34 - mJ

Thermal Resistance

Parameter Symbol Max. Value Unit

IGBT Thermal Resistance, Junction - Case Rɗ(j-c) 0.47 K/W

Diode Thermal Resistance, Junction - Case Rɗ(j-c) 1.00 K/W

Thermal Resistance, Junction - Ambient Rɗ(j-a) 40 K/W
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COMPLIANT

RoHS

Vcc = 600V
Vge = -5/15V
Rg= 20ohm
Ic= 40A

Vcc = 600V
Vge = -5/15V
Rg= 20ohm
Tj= 150

Vcc = 600V
Vge = -5/15V
Ic= 40A
Tj= 150
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COMPLIANT

RoHS

Vcc = 600V
Vge = -5/15V
Rg= 20ohm
Ic= 40A

Tj= 150
Vge = -5/15V
Rg= 20ohm
Ic= 40A

i: 1 2 3 4
ri[K/W] 0.0320 0.0840 0.1553 0.1968
τi[s] 0.1100 0.0156 0.00135 0.00015
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RoHS

i: 1 2 3 4
ri[K/W] 0.1039 0.1477 0.5118 0.2417
τi[s] 0.0723 0.00813 0.00109 0.000151
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COMPLIANT

RoHS

 Circuit Diagram

 Package Outline Information

TO-247AB
Dim Min Max

A 4.80 5.20
A1 2.21 2.61
A2 1.85 2.15

b 1.0 1.4

b2 1.91 2.21

C 0.5 0.7

D 20.70 21.30

D1 16.25 16.85

E 15.50 16.10
E1 13.0 13.6
E2 4.80 5.20
E3 2.30 2.70
L 19.62 20.22

L1 - 4.30
ΦP 3.40 3.80

ΦP1 - 7.30

S 6.15TYP

H1 5.44TYP

b3 2.80 3.20

CASE: TO 247
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