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Circuit 

 

 

 

IGBT  Modules 
 

VCES          1200V  

IC              50A 

 

Applications  

�g Inverter for motor drive 

�g AC and DC servo drive amplifier  

�g UPS (Uninterruptible Power Supplies) 

�g Soft switching welding machine 

 

Features 

�g Low VCE(sat) with Trench technology   

�g VCE(sat) with positive temperature coefficient  

�g High short circuit capability(10us)  

�g Including ultra fast & soft recovery anti-parallel FWD  

�g Low inductance 

�g Maximum junction temperature 175��  

 

 

 

 

 

 

�z IGBT 

Absolute Maximum Ratings 

Parameter Symbol Conditions Value Unit 

Collector-Emitter Voltage VCES VGE=0V, IC=1mA, Tvj=25��  1200 V 

Continuous Collector Current IC TC=100��  50 A 

Repetitive Peak Collector Current ICRM tp=1ms 100 
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�z Diode 
Absolute Maximum Ratings 

Parameter Symbol Conditions Value Unit  

Repetitive Peak Reverse Voltage VRRM Tvj=25��  1200 V 

Continuous DC Forward Current IF  50 A 

Repetitive Peak Forward Current IFRM tp=1ms 100 A 

 

Characteristic  Values 

Parameter Symbol Conditions 
Value 

Unit  
Min. Typ. Max. 

Forward Voltage VF  
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�z Module Characteristics                                     TC=25° C unless otherwise specified 

Parameter Symbol Conditions 

Value 

Unit 
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�z Circuit Diagram 

 

 
�z Package Outline Information  
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Disclaimer 
The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. 
reserves the right to make changes without notice for the specification of the products displayed herein to improve 
reliability, function or design or otherwise. 
 
The data provided in this specification comes from professional testing equipment of Yangjie Electronic Laboratory,  
not general testing equipment. All the data is exclusively intended for technically trained staff. You and your technical 
departments will have to evaluate the suitability of the product for the intended application and the completeness of  
the product data with respect to such application. 
 
The product listed herein is designed to be used with ordinary electronic equipment or devices, and not designed to 
be used with equipment or devices which require high level of reliability and the malfunction of with would directly 
endanger human life (such as aerospace machinery, nuclear- reactor controllers, fuel controllers and other safety 
devices), Yangjie or anyone on its behalf, assumes no responsibility or liability for any damages resulting from such 
improper use 


