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Glass Passivated Three 
Phase Rectifier Bridge 

VRRM 2200V 
ID 75 A 

 
 

Applications 
· Three phase rectifiers for power supplies 
· Rectifiers for DC motor field supplies 
· Battery charger rectifiers 
· Input rectifiers for variable frequency drives 

Features 
· Three phase bridge rectifier 
· Blocking voltage:2200V 
· Heat transfer through aluminum oxide DBC 

ceramic isolated metal baseplate 
· Glass passivated chip 
· 
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Performance Curves 

  
 

Fig1. Forward Characteristics 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Fig3. Transient Thermal Impedance 

Fig2. Power dissipation 
 

Fig4. Max Non-Repetitive Forward Surge 
Current 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Fig5.Forward Current Derating Curve 



RoHS 
COMPLIANT MD75S22M2

www.21yangjie.com
3S-M437 

Rev.1.0, 06-Jan-26 

 

 

CASE:M2 

 

Package Outline Information 
 

 
Packing Standard 

 

Item Length: A (mm) Width: B (mm) Height: C (mm) Quantity (PCS) 

Inner Box 276 258 48 8 

Outer Carton 545 295 240 80 
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Disclaimer 

The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. 
reserves the right to make changes without notice for the specification of the products displayed herein to improve reliability, 


