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3URGXFW�6XPPDU\�
● VDS                                              100V 
● ID                                             132A 
● RDS(ON)( at VGS=10V)                ＜4.6mΩ 
● 100% EAS Tested 
● 100% ▽VDS Tested 
● ESD Level(HBM)                         H2 

�
*HQHUDO�'HVFULSWLRQ�
● Excellent package for heat dissipation 
● High density cell design for low RDS(ON) 

● Moisture Sensitivity Level 1 

● Epoxy Meets UL 94 V-0 Flammability Rating 
● Halogen Free 
● Part no. with suffix “Q” means AEC-Q101 qualified 

 
$SSOLFDWLRQV�
● High-Current Battery Tester 
● Power Train 

■ /LPLWLQJ�9DOXHV� 

3DUDPHWHU� &RQGLWLRQV� 6\PERO� 0LQ� 0D[� 8QLW�

Drain-source Voltage   VDS - 100 
V 

Gate-source Voltage   VGS -20 20 

=100℃,V

GS=10V - 93 

Pulsed Drain Current  TC=25℃,tp≤10µs IDM - 528 

Maximum Body-Diode Continuous Current  TC=25℃ IS  132 

Avalanche Energy (non-repetitive) TJ=25℃,VG=10V, RG=25Ω, L=0.5mH, IAS=37.1A EAS - 344.1 mJ 

Total Power Dissipation (Note 1,2) Steady-State 
TA=25℃  

PD 

- 3.48 

W 
TA=100℃  - 1.74 
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