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3URGXFW�6XPPDU\�
● VDS                                              -80V 
● ID                                             -50A 
● RDS(ON)( at VGS=-10V)                ＜25mΩ 
● RDS(ON)( at VGS=-6V)                  ＜28mΩ 
● 100% EAS Tested 
● 100% ▽VDS Tested 
● ESD Level(HBM)                        H3A 

�
*HQHUDO�'HVFULSWLRQ�
● Excellent package for heat dissipation 
● High density cell design for low RDS(ON) 

● Moisture Sensitivity Level 1 

● Epoxy Meets UL 94 V-0 Flammability Rating 
● Halogen Free 
● Part no. with suffix “Q” means AEC-Q101 qualified 

 
$SSOLFDWLRQV�
● Reverse polarity protection 
● Load switch 
● EES 

  

■ /LPLWLQJ�9DOXHV� 
3DUDPHWHU� &RQGLWLRQV� 6\PERO� 0LQ� 0D[� 8QLW�

& ��℃ IS  -50 

Avalanche Energy (non-repetitive) TJ=25℃,VG=-10V,RG=25Ω,L=0.5mH,IAS=-23A EAS - 132.2 mJ 

Total Power Dissipation (Note 2,3) Steady-State 
TA=25℃  

PD 

- 2.77 

W 
TA=100℃  - 1.38 

Total Power Dissipation (Note 2,4) Steady-State 
TC=25℃  - 141.5 

TC=100℃ - 70.7 

Junction and Storage Temperature Range TJ ,TSTG -55 175 ℃ 

 
■7KHUPDO�5HVLVWDQFH 

3DUDPHWHU� 6\PERO� 7\S� 0D[� 8QLWV�

Thermal Resistance Junction-to-Ambient (Note 3) Steady-State   RθJA - 54 
℃/W�

Thermal Resistance Junction-to-Case  Steady-State RθJC� - 1.06 

 
■ 2UGHULQJ�,QIRUPDWLRQ�(Example) 

35()(5('�3�1�
3$&.,1*�

&2'(�
0DUNLQJ�

0,1,080�
3$&.$*(�SFV��

,11(5�%2;�
48$17,7<�SFV�

287(5�&$5721�
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■ (OHFWULFDO�&KDUDFWHULVWLFV 

3DUDPHWHU� 6\PERO� &RQGLWLRQV� 0LQ� 7\S� 0D[� 8QLWV�

6WDWLF�3DUDPHWHU�

Drain-Source Breakdown Voltage BVDSS VGS=0V,ID
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■�0DUNLQJ�,QIRUPDWLRQ��
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Note： 
1. All marking is at middle of the product body 
2. All marking is in laser printing   
3. YJG025P08A is marking code, YYWW is date code, “YY” is year, “WW” is week 
4. Body color: Black 

Date Code 

Marking Code 

YJ Logo 

Pin1 
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'LVFODLPHU�
�

The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. reserves the 
right to make changes without notice for the specification of the products displayed herein to improve reliability, function or design or 
otherwise.   
  
The product listed herein is designed to be used with automotive electronics,are not designed for use in medical, life-
saving, lifesustaining,or military,Yangjie or anyone on its behalf, assumes no responsibility or liability for any damages resulting from 
such improper use of sale. 
  
This publication supersedes & replaces all information previously supplied. For additional information, please visit our website http:// 
www.21yangjie.com , or consult your nearest Yangjie’s sales office for further assistance. 
 


