


YJQT125P06A

m Electrical Characteristics

Parameter Symbol Conditions Min Typ Max Units
Static Parameter
Drain-Source Breakdown Voltage BVpss Ves=0V,lp=-250pA,Tj=25 -60 - - \%

Zero Gate Voltage Drain Current

2/8

S-E2015
Rev.1.0,29-Dec-25

Yangzhou Yangjie Electronic Technology Co., Ltd.

www.21yangjie.com



YJQT125P06A

mTypical Electrical and Thermal Characteristics Diagrams

25

Vps=-5V
25—
20
< / T=150
‘q«:‘) 15
g / -~
: /
c
‘s 10
0
9 /
5
0 //
0 2 4 6 8 10
-VGS-Gate to Source Voltage (V)
Figure 1. Output Characteristics; typical values Figure
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-ID-Drain Current (A)

Figure 7. RDS(on) VS Drain Current; typical values
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Figure 8. Forward characteristics of reverse diode; typical values
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Figure 9. Normalized breakdown voltage Figure 10. Gate Threshold voltage; typical values
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Figure 11. Current dissipation Figure 12. Power dissipation
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YJQT125P06A

m DFN2020-6L-E-0.80MM Package information

1.Controlling dimension:in millimeters.
2.General tolerance:+0.10mm.
- 3.The pad layout is for reference purposes only.
M %
T
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YJQT125P06A

m Marking Information

»| Marking Code

Pinl ————

Note

1. All marking is at middle of the product body
2. All marking is in laser printing

3. 125P06 is marking code

4. Body color: Black
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YJQT125P06A

Disclaimer

The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. reserves the

right to make changes without notice for the specification of the products displayed herein to improve reliability, function or design or
otherwise.

The product listed herein is designed to be used with ordinary electronic equipment or devices, and not designed to be used with
equipment or devices which require high level of reliability and the malfunction of with would directly endanger human life (such as
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