
( at VGS=-4.5V)               ＜246mΩ 

● ESD Protected Up to 2KV (HBM) 

 
General Description 
● Voltage controlled small signal switch 

● Low input capacitance 

● Fast switching speed 

● Epoxy Meets UL 94 V-0 Flammability Rating 

● Halogen Free 

 

Applications 
● Reverse polarity protection 

● Load switch 

  

■ Limiting Values  

Parameter Conditions Symbol Min Max Unit 

Drain-source Voltage   VDS - -60 
V 

Gate-source Voltage   VGS -20 20 

Continuous Drain Current (Note 1,2) Steady-State 
TA=25℃,VGS=-10V 

ID 

- -2.1 

A 

TA=100℃,VGS=-10V - -1.3 

≤10µs IDM - -22.4 

Maximum Body-Diode Continuous Current  TC=25℃ IS  -5.6 

Total Power Dissipation (Note 1,2) Steady-State 
TA=25℃  

PD 

- 1.5 

W 
TA=100℃  - 0.6 

Total Power Dissipation (Note 1,3) Steady-State 
TC=25℃  - 10.4 

TC=100℃ - 4.2 
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■Typical Electrical and Thermal Characteristics Diagrams 
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Figure 1.  Output Characteristics; 
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■ DFN2020-6L-E-0.8MM Package information 

 

E

D

Note:

1.Controlling dimension:in millimeters.

2.General tolerance:±0.10mm.

3.The pad layout is for reference purposes only.
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■ Marking Information  
 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Note： 

1. All marking is at middle of the product body 
2. All marking is in laser printing   
3. 169P06 is marking code 
4. Body color: Black 

Marking Code 

Pin1 
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Disclaimer 
 

The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. reserves the 

right to make changes without notice for the specification of the products displayed herein to improve reliability, function or design or 

otherwise.   

  

The product listed herein is designed to be used with ordinary electronic equipment or devices, and not designed to be used with 

equipment or devices which require high level of reliability and the malfunction of with would directly endanger human life (such as 

medical instruments, transportation equipment, aerospace machinery, nuclear-reactor controllers, fuel controllers and other safety 

devices), Yangjie or anyone on its behalf, assumes no responsibility or liability for any damages resulting from such improper use of 

sale.  

  

This publication supersedes & replaces all information previously supplied. For additional information, please visit our website http:// 

www.21yangjie.com , or consult your nearest Yangjie’s sales office for further assistance. 

 

http://www.21yangjie.com/

