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DTC114ECAQ COMPLIANT

NPN Digital Transistors (Built-in Resistors)

Features
e Epoxy meets UL-94 V-0 flammability rating
making the circuit design
3
e Simplifies Circuit Design Reduces Board Space
Reduces Component Count
e Part no. with suffix “Q” means AEC-Q101 qualified
1
Application
e Control of IC inputs  Switching loads Digital system
Mechanical Data
1.IN e Package SOT-23
2 GND SOT_23 e Terminals Tin plated leads, solderable per
: J-STD-002 and JESD22-B102
3.0UT e Marking 24
mEquivalent circuit
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DTC114ECAQ

mMaximum Ratings (Ta=25 Unless otherwise specified
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ITEM SYMBOL UNIT VALUE
Collector-Emitter Voltage Vceo \% 50
Collector-Base Voltage Veeo \% 50
Emitter-Base Voltage Vego \% 10
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7KH LQIRUPDWLRQ SWRAXPWMB® LY WK WHD U HKERPH <D@IMLH (OHFWURQLF 7HFKHQROR.
ULJKW WR PDNH FKDQBFHVIZU WKRKX WSORVIS FRBXRWYVRG MW/ SOD\HG KHUHLQ WR IGPHBWLRIOH
RU RWKHUZLVH
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