yf ESDO502EHQ

2- Line, Uni-directional, ESD protection diode

Features
e Transient protection for each line according to
IEC61000-4-2(ESD): +30kV contact, £30kV air
IEC61000-4-5:20A(tp=8/20s)
e Low leakage current
e Ultra low clamping voltage
e ROHS Compliant
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Fig.3: Power Derating Curve
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m Outline Dimensions

m Marking Information

|

Note:

1. All marking is at middle of the product body

2. All marking is in laser marking

3. Body color: Black

4. BAZSZ is Marking Code (%=placeholder for date
code)

*Date Code vary depending upon production date.
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Disclaimer

The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. reserves the
right to make changes without notice for the specification of the products displayed herein to improve reliability, function or design
or otherwise.

The product listed herein is designed to be used with automotive electronics are not designed for use in medical, life-
saving, lifesustaining,or military,Yangjie or anyone on its behalf, assumes no responsibility or liability for any damages resulting fro
m such improper use of sale.

This publication supersedes & replaces all information previously supplied. For additional information, please visit our website
http:// www.21yangjie.com , or consult your nearest Yangjie's sales office for further assistance.

5/5

S-S56627 Yangzhou Yangjie Electronic Technology Co., Ltd. www.21yangjie.com
Rev.1.0,12-Oct-24



