VA ESD1202EHQ

2- Line, Uni-directional, ESD protection diode

Features

e Transient protection for each line according to
IEC61000-4-2(ESD): +30kV contact, £30kV air
IEC61000-4-5:10A(tp=8/20us)

e Low leakage current

e Ultra low clamping voltage

e ROHS Compliant

e Part no. with suffix “Q” means AEC-Q101 qualified

Applications

eSwitches / Buttons

eTest Equipment/Instrumentation
ePoint-of-Sale Terminals

eMedical Equipment

eNotebooks / Desktops / Servers
eComputer Peripherals

oCAN Bus protection
eAutomotive applications

Mechanical Data
e Package: SOT-23

e |ead Finish: Matte Tin
e Case Mat@
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VA ESD1202EHQ

m Characteristics (Typical)

Fig.1: 8/20us Pulse Waveform Fig.2:Peak Pulse Current vs Clamping Voltage

110 12
|_~100%Ipp:8us

100 —

90 /
80 /

. / N\
. / N\
5 / 50%lpp:20us
40 // \ 4
o ~ /
10 / i /

=
o

©

-

d

Peak Pulse Current, % Iop,
IPP Peak Pulse Current (A)
(2]

0 0
0 5 10 15 20 25 30 16 17 18 19 20 21 22 23 24
Time(us) VC Clamping Voltage (V)
Fig.3: Power Derating Curve Fig.4: Cap
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ESD1202EHQ

m Outline Dimensions

m Marking Information

Note:

2. All marking is in laser marking
3. Body color: Black

code)

1. All marking is at middle of the product body

4. DAXRR is Marking Code (%=placeholder for date

*Date Code vary depending upon production date.
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