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ESDSLC18VLBQ

RoHS

COMPLIANT

1- Line, Bi-directional, Ultra-low Capacitance,
ESD protection diode

Pin1o Pin

DFN1006-2L

mDefinitions of electrical characteristics

Features

e Transient protection for each line according to
IEC61000-4-2(ESD): +15kV contact, £15kV air
IEC61000-4-5:2A(tp=8/204s)

e Ultra Low leakage current

e Ultra low clamping voltage

e Ultra low capacitance

e ROHS Compliant

e Part no. with suffix “Q” means AEC-Q101 qualified

Applications
eAutomotive applications

Mechanical Data

e Package: DFN1006-2L

e Lead Finish: Matte Tin

e Case Material: “Green” Molding Compound
e Moisture Sensitivity: Level 1 per J-STD-020

Vrwm Reverse stand-off Voltage
I Reverse leakage current
Voo Clamping voltage

Ipp Peak pulse current

L

ey T L

V1ric
ltric  Reverse trigger current

\% Reverse breakdown voltage
ler  Reverse breakdowrt=unciit
VioLp 1= ==gmy s s 55

lhop [ USTaL.uny current

1/5

S-D594
Rev.1.2,26-Jul-25

Yangzhou Yangjie Electronic Technology Co., Ltd.

www.21yangjie.com



W ESDSLC18VLBQ

o 2/5

S-D594 Yangzhou Yangjie Electronic Technology Co., Ltd. www.21yangjie.com
Rev.1.2,26-Jul-25






b g

ESDSLC18VLBQ

m Outline Dimensions

bol Dimensions in Millimeters

Symbo Min. Typ. Max.
A 0.340 0.450 0.530
Al 0.000 0.020 0.050
A3 0.125 Ref.
D 0.950 1.000 1.080
E 0.550 0.600 0.680
b 0.200 0.250 0.300
L 0.450 0.500 0.550
e 0.650 BSC

m Recommended PCB Layout
0.30, 0.55
Unit mm
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