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Zener Diodes, 40 Watt Peak Power Dual Common Anode Zeners

Features
¢SOT-23 Package Allows Either Two Separate
Unidirectional Configurations or a Single
Bidirectional Configuration
e Peak Power-40W@1.0ms(Unidirectional)
e Transient protection for each line according to

IEC61000-4-2(ESD): £30kV contact, £30kV air

e ESD Rating: Class 3B( 16KV)per the HBM
eMaximum Clamping Voi
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EMaximum Ratings

PARAMETER UNIT
Peak pulse power (t, = 10/1000ps) w
ESD according to IEC61000-4-2 air disch

KV

ESD according to IEC61000-4-2 conta
Power Dissipation 225 mw
Thermal Resistance Junction to 556 °C/IW
Junction temperature -55~150
Storage temperature -55~150

Notes:
CAUTION: Stresses, se permanent damage to the component. This is a
stress only rating lons above those indicated in the operational

sections of this

Conditions Min Typ Max

Reverse 31.2
lgr = IMA 37.05 39 40.95

Vrwm = 31.2V 50

Ir = 10mA 0.9

lpp = 0.76A, t, = 10/1000ps 55

Vr=Ve=0V, f =1MHz 42
MINIMUM INNER BOX OUTER CARTON

DELIVERY MODE

PACKAGE(pcs) QUANTITY(pcs) QUANTITY(pcs)

3000 30000 120000 7 reel
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Disclaimer

The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. reserves the
right to make changes without notice for the specification of the products displayed herein to improve reliability, function or design
or otherwise.

The product listed herein is designed to be used with automotive electronics are not designed for use in medical, life-

saving, lifesustaining,or military,Yangjie or anyone on its behalf, assumes no responsibility or liability for any damages resulting fro
m such improper use of sale.

This publication supersedes & replaces all information previous
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