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Zener Diodes, 40 Watt Peak Power Dual Common Cathode Zeners 
 

 Features     
●SOT−23 Package Allows Either Two Separate 
Unidirectional Configurations or a Single  
Bidirectional Configuration 
● Peak Power-40W@1.0ms(Unidirectional) 
● Transient protection for each line according to 

IEC61000-4-2(ESD): ±30kV contact, ±30kV air 
● ESD Rating: Class 3B(＞16KV)per the HBM 
●Maximum Clamping Voltage@Peak Pulse Current 
● RoHS Compliant 
● Part no. with suffix “Q” means AEC-Q101 qualified 

 
Applications 
●Test Equipment/Instrumentation 
●Notebooks / Desktops / Servers 
●Computer Peripherals 
●Automotive applications 
 
Mechanical Data 

● Package: SOT-23 
● Lead Finish: Matte Tin 
● Case Material: “Green” Molding Compound 
● Moisture Sensitivity: Level 1 per J-STD-020 

 
 

 
■Definitions of electrical characteristics 
 

VRWM

IR

VBR

VC

IPP

IF

VF

Reverse stand-off voltage

Reverse leakage current

Reverse breakdown voltage

Clanping voltage

Peak pulse current

Forward Current

Forward Voltage@IF

IR
IBR

IPP

VC VRWMVBR

IF

VF

 

 

COMPLIANT 

RoHS 

SOT‐23 







MMBZ47VCHQ          
 

 4 / 5 

   
Yangzhou Yangjie Electronic Technology Co., Ltd. 
 

S-S6871 
Rev.1.0,06-Jan-25 

www.21yangjie.com

■ Outline Dimensions  
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Disclaimer 
 
The information presented in this document is for reference onl


