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Surface Mount Super Fast Recovery Rectifier 
 

                   Features     
● Low profile package 
● Ideal for automated placement 
● Glass passivated chip junction 
● High forward surge capability 
● Super Fast reverse recovery time 
● Meets MSL level 1, per J-STD-020, LF maximum peak  
of 260 °C 

● Part no. with suffix “Q” means AEC-Q101 qualified 
 

                                     Typical Applications 
For use in high frequency rectification of power supplies,  
inverters, converters, and freewheeling diodes for consumer  
automotive and telecommunication. 
 

  Mechanical Data 
● Package: DO-214AA (SMB)  

Molding compound meets UL 94 V-0 flammability 
rating, RoHS-compliant, halogen-free 

● Terminals: Tin plated leads, solderable  per  
 J-STD-002 and JESD22-B102 

● Polarity: Cathode line denotes the cathode end 

■Maximum Ratings (Ta=25℃ Unless otherwise specified） 

PARAMETER SYMBOL UNIT ES2AQ ES2BQ ES2CQ ES2DQ ES2FQ ES2GQ ES2HQ
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■Ordering Information (Example) 

PREFERED P/N 
PACKING 

CODE 
UNIT WEIGHT(g) 

MINIMUM 
PACKAGE(pcs) 

OUTER CARTON 
QUANTITY(pcs) 

DELIVERY 
MODE 

ES2AQ-ES2JQ F1 Approximate 0.1003 3000 48000 13” reel 
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FIG.5: Diagram of circuit and Testing wave form of reverse recovery time
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NOTES:
1.Rise Time=7ns max .Inpot Impedance=1MΩ  22pf
2.Rise Time=10ns max.Sourse Impedance=50Ω
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