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        Digital Transistors (Built-in Resistors) 

  
Features                                  
●Epoxy meets UL-94 V-0 flammability rating 
●Moisture Sensitivity Level 1 
●Built-in bias resistors enable the configuration of an 
inverter circuit without connecting external input resistors 
●Surface mount package ideally Suited for Automatic  
Insertion 
●NPN 
 
 
Mechanical Data 
● Package: SOT-323 
● Terminals: Tin plated leads, solderable  per  
                     J-STD-002 and JESD22-B102 
● Polarity: Cathode line denotes the cathode end 

● Marking: 64 
 
 

 
■Equivalent circuit 
 

 
 
■Maximum Ratings (Ta=25℃ Unless otherwise specified） 
 

Item Symbol Unit Conditions Value 

Supply Voltage VCC V  50 

Input Voltage VIN V  -6 to +40 

Output Current IO mA  100 

� -55 to +150 

 

 

COMPLIANT 

RoHS 
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■Electrical Characteristics (Ta=25℃ unless otherwise specified) 

Item Symbol Unit Conditions Min Typ Max 

Input voltage 
VI(off) V VCC=5V,Ic=100uA 0.3   

VI(on) V Vo=0.3V,Ic=1mA   1.4 

Output voltage Vo(on) V Io /Ii =5mA/0.25 mA   0.3 

Input current II mA VI=5V   0.88 

Output current IO(off) uA V  uE　 





DTC114YUA 
 

 4 / 5 

   
Yangzhou Yangjie Electronic Technology Co., Ltd. 
 

S-S3675 
Rev.1.1,19-Jan-26 

www.21yangjie.com

■ SOT-323 Package Outline Dimensions 
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