
 
UMH16NS 

  1 / 5 

   
 Yangzhou Yangjie Electronic Technology Co., Ltd. S-S7359 

Rev.1.1,31-Jan-26 
www.21yangjie.com

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

■ Maximum Ratings (Ta=25℃ Unless otherwise specified)  

Item Symbol Unit Conditions Value 

Device marking code    H16 

Collector-base voltage VCC V  50 

Collector-emitter voltage VIN V  -10 to +40 

Collector current  IO mA  100 

Power dissipation PD mW  150 

Junction temperature TJ ℃  -55 to +150 

Storage temperature  TSTG ℃  -55 to +150 

 
 
 
 
 
 
 
 
 
 

 

Dual NPN Digital Transistors (Built-in Resistors) 

Features  

 Moisture sensitivity level 1 
 Halogen free and RoHS compliant 

 Surface mount package ideally suited for 

automatic insertion 

Mechanical data 
 Package： SOT-363S 
 Terminals：Tin plated leads, solderable per
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■ Electrical Characteristics  (Ta=25℃ Unless otherwise specified)  

Item Symbol Unit Conditions Min Typ 
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■Characteristics(Typical) 
Fig 1：DC Current Gain Characteristics              Fig 2：Input Voltage (On) Characteristics 

     

Fig 3：Input Voltage (Off) Characteristic                Fig 4：Output Voltage Characteristics 

    

Fig 5：PD-Ta Curve 
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■ Outline Dimensions 

 

 
 
 
 
 
 
 
 
 
 
 
 
 




