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Zener Diodes 

 
 

              

 specified） 
 

PARAMETER SYMBOL UNIT Conditions VALUE 

Maximum Forward Voltage  VF V IF=10mA 0.9 

Maximum Regulator Current IZM mA  PD/ Vz 

Power dissipation PD mW  100 

Junction temperature Tj ℃  150 

Storage temperature range Tstg ℃  -55 ~+150 

 

 

 
■Ordering Information (Example) 

PREFERED P/N UNIT WEIGHT(mg) 
MINIIMUM 

 PACKAGE(pcs) 

INNER BOX 

QUANTITY(pcs) 

OUTER CARTON 

QUANTITY(pcs) 
DELIVERY MODE 

BZT52C2V4L3P THRU 
BZT52C39L3P 

Approximate 0.9 10K 100K 400K Tape & Reel 

 

 

 

 

 

 

 

 

 

 

 

 

 

Features  
 Moisture sensitivity level 3 
 Zener voltage 2.4V~39V 

Application 
 Linear voltage regulator 
 DC regulator 
 Small-signal surge protection 

Mechanical data 

 Package： DFN1006-2L 

 Terminals：Tin plated leads, solderable per 

J-STD-002 and JESD22-B102 
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■ Characteristics (Typical) 
 

           Fig 1：PD-Ta Curve                                  Fig 2：Zener Breakdown Characteristics 

 
Fig 3：Zener Breakdown Characteristics                Fig 4 Typical Temperature Coeffient   

   
 

Fig 5 Typical Temperature Coeffient                        Fig 6：Typical Temperature Coeffient 
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Fig 7 Typical Temperature Coeffient                        Fig 8：Typical Temperature Coeffient 

   
Fig 9：Typical Forward Voltage                            Fig 10：Typical Reverse Current 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 Fig 11：Typical Capacitance 
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■Outline Dimensions 

 

 
 

 
 

 
 

■ Soldering Footprint 
 

 Unit：mm 
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