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Parameter Symbol Unit Value 

Device marking code   

SD103AW S4 

SD103BW S5 

SD103CW S6 

Repetitive peak reverse voltage VRRM V 

SD103AW 40 

SD103BW 30 

SD103CW 20 

Forward current IF A 0.35 

Non-repetitive surge peak forward current @ t=8.3ms half-sine wave 

IFSM A 

1.5 

Non-repetitive surge peak forward current @ t=1ms square wave 5 

Repetitive Peak Forward Current@ tp=1ms，į=0.25 IFRM A 1 

Power dissipation PD mW 400 

Junction temperature TJ ℃ -55 to +125 

Storage temperature TSTG ℃ -55 to +150 

 

 

 

Small Signal Schottky Diode 

Features  

 0RLVWXUH�VHQVLWLYLW\�OHYHO�� 

 5HYHUVH�YROWDJH：��9���9���9�  

 $YHUDJH�IRUZDUG�FXUUHQW� ：���P$ 

Application 

 +LJK�IUHTXHQF\�DQG�ORZ�YROWDJH�UHFWLILHU 

Mechanical data 

 Package：62'���� 

 Terminals：7LQ�SODWHG�OHDGV��VROGHUDEOH�SHU� � � -�67'�

����DQG�-(6'���%��� 

Ŷ Maximum Ratings (Ta=25℃ Unless otherwise specified)  

COMPLIANT 

RoHS 
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