
       Features 
                                �”���$�G�R�S�W���)�5�(�'��chip 

�”���/�R�Z���I�R�U�Z�D�U�G���9�R�O�W�D�J�H���G�U�R�S 

�”���)�D�V�W���U�H�Y�H�U�V�H��recovery time 
�”���+�L�J�K���I�U�H�T�X�H�Q�F�\���R�S�H�U�D�W�L�R�Q 
�”���+�L�J�K���S�X�U�L�W�\�����K�L�J�K���W�H�P�S�H�U�D�W�X�U�H���H�S�R�[�\���H�Q�F�D�S�V�X�O�D�W�L�R�Q for 
enhanced mechanical strength and moisture resistance 
�”���*�X�D�U�G���U�L�Q�J���I�R�U���H�Q�K�D�Q�F�H�G���U�X�J�J�H�G�Q�H�V�V���D�Q�G���O�R�Q�J���W�H�U�P���U�H�O�L�D�E�L�O�L�W�\ 
 
Typical Applications 
Typical applications are in switching power supplies, converters, 
freewheeling diodes, and reverse battery protection. 
 
Mechanical Data 
�”��Package: TO-263 

Molding compound meets UL 94 V-0 flammability 
rating, RoHS-compliant 

�”��Terminals: Tin plated leads, solderable per J-STD-
002 and JESD22-B102 

                                                   �” Polarity: As marked 

 

�vMaximum Ratings (Tj=25��  Unless otherwise specified�Å 

PARAMETER SYMBOL UNIT MURB7560L 

Device marking code   MURB7560L 

Repetitive Peak Reverse Voltage VRRM V 600 

Average Rectified Output Current  
@60Hz sine wave, R-load, Tc(FIG.1) 

IO A 75 

Surge(Non-repetitive)Forward Current  

@60Hz half sine-wave, 1 cycle, Tj=25�-  
IFSM A 400 

Current Squared Time @���P�V�”�W�”8.3ms 

Tj=25�- �È 
I2t A2s 664 

Storage Temperature Tstg �-   -55 ~ +175 

Junction Temperature Tj �-                   -55 ~ +175 

Junction capacitance @4V,1MHz Cj pF               184 
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�vCharacteristics (Typical) 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 

 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Case Temperature˄ć˅

FIG.4: Instantaneous Reverse Characteristics

Percent of Rated Peak Reverse Voltage (%)
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FIG3: Forward Voltage
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�vOutline Dimensions 
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