
 
Typical Applications 
Typical applications are in switching power supplies, converters, 
freewheeling diodes, and reverse battery protection. 
 
Mechanical Data 
● Package: TO-252 

Molding compound meets UL 94 V-0 flammability 
rating, RoHS-compliant 

● Terminals: Tin plated leads, solderable per J-STD-
002 and JESD22-B102 

                                                   ● Polarity: As marked 
 

■Maximum Ratings (Tj=25℃ Unless otherwise specified） 
PARAMETER SYMBOL UNIT MURS860DL 

Device marking code   MURS860DL 

Repetitive Peak Reverse Voltage VRRM V 600 

t A

2s 20.3 

Storage Temperature Tstg ℃  -55 ~ +175 

Junction Temperature Tj ℃  -55 ~ +175 

Typical Junction capacitance @4V,1MHz Cj pF 42 
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■ Suggested Pad Layout 
 
  
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Dim Millimeters 
A 11.4 
B 6.74 
C 6.23 
P 4.56 

Q1 2.28 
Q2 1.52 




