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Surface Mount General Purpose Rectifier 
 

 
                   Features     

● Low profile package 
● Ideal for automated placement 
● Glass passivated chip junction 
● Meets MSL level 1, per J-STD-020, LF maximum peak  
of 260 °C 

 
                                     Typical Applications 

For use in general purpose rectification of power supplies,  
inverters, converters, and freewheeling diodes for  
consumer, automotive and telecommunication. 
 

  Mechanical Date 
● Package: SOD-323HE 

Molding compound meets UL 94 V-0 flammability 
rating, RoHS-compliant, halogen-free 

● Terminals: Tin plated leads, solderable per  
 J-STD-002 and JESD22-B102 

● Polarity: Cathode line denotes the cathode end  
 

■Maximum Ratings (Ta=25Ņ Unless otherwise specified̃ 

PARAMETER SYMBOL UNIT FMG1ME 

Device marking code   1M 

Repetitive peak reverse voltage VRRM V 1000 

Maximum RMS voltage VRMS V 700 

Average rectified output current @60Hz sine wave, 

resistance load, Tc=80℃ Io A 1.0 

Surge(non-repetitive)forward current  

@ 60Hz half-sine wave,1 cycle, TJ=25℃ IFSM A 15 

Current Squared Time 
@1ms≤t<8.3ms Tj=25℃ 

I2t A2s 0.933 

Storage temperature TSTG ℃ -55 ~+150 

Junction temperature TJ ℃ -55 ~+150 

 

■Electrical CharacteristicŝTa=25℃ Unless otherwise specified̃ 

PARAMETER SYMBOL UNIT
TEST 

CONDITIONS 
FMG1ME 

Maximum instantaneous  
forward voltage drop per diode 

VF V IF=1.0A 1.2 







 FMG1ME 
 

 4 / 4 

   
Yangzhou Yangjie Electronic Technology Co., Ltd. 
 

S-S7200 
Rev.1.0,03-Jun-25 

www.21yangjie.com

Disclaimer 

 
The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. reserves the 
right to make changes without notice for the specification of the products displayed herein to improve reliability, function or design 
or otherwise.   
  
The product listed herein is designed to be used with automotiv


