Typical Applications

Typical applications are in switching power supplies, converters,
freewheeling diodes, and reverse battery protection.
Mechanical Data

® Package: TO-252

[ MBR10100CDSA
Device marking code MBR10100CDSA
Repetitive Peak Reverse Voltage VRRM \% 100
Maximum RMS Voltage VRMs \Y 70
Maximum DC blocking Voltage Vbc \% 100
Average Rectified Output Current o A
@60Hz sine wave, R-load, Tj=25 10
Surge(Non-repetitive)Forward Current |
@60Hz half sine-wave, 1 cycle, T
2t A%s 41
Typical Junction capacitance @4V,1MHz Cj pF 180
Storage Temperature Tstg 55 ~ +175

Junction Temperature Tj -55 ~ +175










W MBR10100CDSA

m Suggested Pad Layout

Dim Millimeters

A 11.4

B 6.74

C 6.23

P 4.56

Q1 2.28

Q2 1.52

4/5
S-B2710 Yangzhou Yangjie Electronic Technology Co., Ltd. www.21yangjie.com

Rev.1.3,30-Aug-25



0%5 &'69$

'LVFODLPHU

7KH LQIRUPDWLRQ SUGIRFXQPMHGV LIQV WKL B I KR X H RQIM LHH FKIRWRRQRR /WB UHVH
ULJKW WR PDN HVFKRQWHYREV VSH FRIL MHVE BRGKIFW YV GLV S © 5URGE H HIBIHDLLQ BLRD IV LIX@® F \
RU RWKHUZLVH

7KH SURGXFW QLWWGIBVKBQHGE WR EH X\NOHF WUWRR IFRUBTRIDSPHQW RU GHYLFHV WXQG QR
HTXLSPHQW RU GHYLFHV ZKLFK UHTXGUWAKKIL P @K DHROKRE QXACDA [BEDIABMIODKQX R BIQ M\ | H
PHGLFDO LQVWURPNGRVYWB®WR® HITRVYSBIRHN RDFALKD U UH DF WRHOF RROW RROBKWY D Q C

6 % <DQJ]KRX <DQJMIFH7 HFKRORORQL &R /WGZ \DQJMLH F
5HY $XJ



