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Surface Mount  Schottky Rectifier  
 

 
                   Features      

�”Low profile package 
�” Ideal for automated placement 
�” Guardring for overvoltage protection 
�” 
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Device marking code   SL24 SL26 SL210 

Repetitive peak reverse voltage VRRM V 40 60 100 

Average rectified output current  
@60Hz sine wave, Resistance load, Ta (FIG.1) 

IO A 2.0 

Surge(non-repetitive)forward current  
@ 60Hz half-sine wave,1 cycle, Tj=25�-  

IFSM A 50 

Storage temperature Tstg �-  -55 ~+150 

Junctio
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Disclaimer  

 
The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. reserves the 
right to make changes without notice for the specification of the products displayed herein to improve reliability, function or design 
or otherwise.   
  
The product listed herein is designed to be used with ordinary electronic equipment or devices, and not designed to be used with 
equipment or devices which require high level of reliability and the malfunction of with would directly endanger human life (such as 
medical instruments, transportation equipment, aerospace machinery, nuclear-reactor controllers, fuel controllers and other safety 
devices), Yangjie or anyone on its behalf, assumes no responsibility or liability for any damages resulting from such improper use 
of sale.  
  
This publication supersedes & replaces all information previously supplied. For additional information, please visit our website 
http:// www.21yangjie.com �����R�U���F�R�Q�V�X�O�W���\�R�X�U���Q�H�D�U�H�V�W���<�D�Q�J�M�L�H�¶�V���V�D�O�H�V���R�I�I�L�F�H���I�R�U���I�X�U�W�K�H�U���D�V�V�L�V�W�D�Q�F�H�� 
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